
 

 

 

Hex Nut M8418
Bolt M8x16417

Spring216
Bolt M8x35215

Washer 8 large214
Side frame right113

Support back112
Sticker211

Spring cotter110
Adjustment rod19
Adjustment bar18

Bearing27
Washer 886

Grip45
Shaft14

Frame back13
Support front22

Side frame left11
DescriptionQTYItem
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Ground clearance

Slidding Front support :
1. Take cotter pin out
2. Take Adj. rod out
3. Slide front support
4. Place rod and pin back. 

Step 2
 
Adjust by sliding the frontsupport.
Best working only by: >140 <155 mm
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Pos Aantal Benaming

10 1 Spring cotter

11 2 Sticker

12 2 Support back

13 1 Side frame 
righ

14 1 Washer 8 
large

15 2 Bolt M8x35

16 2 Spring

17 4 Bolt M8x16

18 4 Hex nut

Pos Aantal Benaming

1 1 Side frame 
left

2 2 Support fromt

3 1 Fram back

4 1 Shaft

5 4 Grip

6 8 Washer 8

7 2 Bearing

8 1 Adjustment 
bar

9 1 Adjustment 
rod



 

 

 
 

 

 

Support back216
Adjustment bar115
Support front114
Sideframe R113
Sideframe L112

Tension spring211
Bolt M8x16210

Bearing29
Shaft18

Washer 687
Bolt M6x1646
Frame back15

Sticker24
Spring cotter13

Adjustment rod12
Nut M641

DescriptionQtyIte
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ADJUSTMENTS


